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VI. Regulatory Assessment 
Requirements

A. Executive Order 12291

Under Executive Order 12291, EPA 
must judge whether a rule is “major” 
and therefore, requires a Regulatory 
Impact Analysis. EPA has determined 
that this rule is not a “major rule” 
because it will not have an effect on the 
economy of $100 million or more. This 
rule will decrease the impact of the 
section 313 reporting requirements on 
covered facilities and will result in cost- 
savings to industry, EPA, and States.

This rule was submitted to the Office 
of Management and Budget (OMB) 
under Executive Order 12291.

B. Regulatory Flexibility Act

Under the Regulatory Flexibility Act 
of 1980, EPA must conduct a small 
business analysis to determine whether 
a substantial number of small entities 
will be significantly affected. Because 
the rule will result in cost savings to 
facilities, EPA certifies that small 
entities will not be significantly affected 
by this rule.

C. Paperwork Reduction Act

This rule relieves facilities from 
having to collect information on the use 
and releases of TA. Therefore, there 
were no information collection 
requirements for OMB to review under 
the provisions of the Paperwork 
Reduction Act of 1980,44 U.S.C. 3501 et 
seq.

List of Subjects in 40 CFR Part 372

Chemicals, Community right-to-know, 
Environmental protection, Reporting and 
recordkeeping requirements, Toxic 
chemicals.

Dated: December 4,1990.
Victor ). Kimm,
Acting Assistant Administrator, Office of 
Pesticides and Toxic Substances.

Therefore, 40 CFR part 372 is amended 
as follows:

PART 372— [AMENDED]

1. The authority citation for part 372 
continues to read as follows:

Authority: 42 U.S.C. 11013 and 11028.

§ 372.65 [Amended]

2. Section 372.65(a) and (b) are 
amended by removing the entire entry 
for terephthalic acid under paragraph (a) 
and removing the entire CAS No. entry 
for 100-21-0 under paragraph (b).
[FR Doc. 90-28874 Filed 12-7-90; 8:45 am]
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COMMISSION

47 CFR Parts 1,73 and 74

[MM Docket No. 88-140; FCC 90-375]

Broadcast Service; Amendment of the 
Rules Concerning FM Translator 
Stations

a g e n c y : Federal Communications 
Commission.
ACTION: Final rule.

s u m m a r y : FM translators were first 
authorized in 1970 as stations that 
receive the signals of FM radio 
broadcast stations and simultaneously 
retransmit those signals on another 
frequency. On November 8,1990, the 
Commission adopted amendments to 
part 74 of the Commission’s Rules 
governing the FM translator service.
This action makes the FM translator 
rules more consistent with the intended 
purpose of the service in order to ensure 
that the development of FM radio 
broadcast stations is not harmed by 
translator operations. In particular, we 
revise and clarify the service rules 
regarding ownership and financial 
support of translators, methods for 
selecting among mutually exclusive 
translator applications, and the 
definition of a “major change” in 
translator coverage areas. We also 
adopt new technical rules to govern the 
use of commercial FM and auxiliary 
band frequencies, interference criteria, 
and maximum power output. The 
Commission also concludes that the 
freeze on applications for new 
commercial FM translators and major 
changes to existing commercial FM 
translators will continue for 60 days 
after the effective date of these new 
rules and that, within sixty days 
thereafter, applicants with pending 
applications should amend their 
applications to conform with the new 
rules. Existing stations must comply 
with the new service rules within three 
years of their effective date, and we will 
entertain waiver requests where service 
to the public would be unduly lost as a 
result. Since most translators already 
comply with the new technical rules, we 
will "grandfather” existing translators 
until interference problems occur, at 
which time compliance will be required. 
EFFECTIVE DATE: March 1,1991. 
ADDRESSES: Federal Communications 
Commission, Washington, DC 20554.
FOR FURTHER INFORMATION CONTACT: 
Jim Coltharp, Mass Media Bureau,
Policy and Rules Division, (202) 632- 
6302; or, Gordon Godfrey, Mass Media

Bureau, Engineering Policy Branch, (202) 
632-9660.
SUPPLEMENTARY INFORMATION: This is a 
synopsis of the Commission’s Report 
and Order (Report) in MM Docket No. 
88-140, FCC 90-375, adopted November
8,1990, and released December 4,1990. 
The complete text of this Report is 
available for inspection and copying 
during normal business hours in the FCC 
Dockets Branch (room 230), 1919 M 
Street, NW„ Washington, DC, and also 
may be purchased from the 
Commission’s copy contractor, 
International Transcription Services, 
(202) 857-3800, 2100 M Street, NW., suite 
140, Washington, DC 20037.

Synopsis of Report and Order
1. In this Report, the Commission 

revises and clarifies several of the FM 
translator rules. The rulemaking restores 
the service to its intended role as a 
secondary service supplementing the 
development of FM radio broadcast 
stations where distance and intervening 
terrain barriers impede the direct 
reception of the primary station. The 
following summary describes the 
principle rule changes regarding the 
service and technical standards for FM 
translators as set forth in the Report and 
Order.

Service Issues
2. The Commission adopts a definition 

for an FM translator station’s “coverage 
area”. Accordingly, the coverage 
contour of a translator providing fill-in 
service—i.e., the FM translator’s 
coverage contour is contained within the 
coverage contour of the primary 
station—is defined congruent with the 
coverage (or protected) contour of the 
primary station for respective station 
classes. An FM translator’s protected 
contour is defined as 1 mV/m both for 
protection of authorized FM translator 
stations and for determining 
applications that are to be considered 
mutually exclusive. For “other area” 
translators, i.e., where the FM 
translator’s coverage contour extends 
beyond the coverage contour of the 
primary station, the coverage area is 
defined by maximum power and 
permissible coverage distance 
limitations as detailed below.

3. The Report also adopts changes to 
the ownership rule. The Commission 
continues to believe that relaxed 
restrictions on commercial primary 
station ownership of translators would 
be contrary to the public interest, which 
is best served by maximizing service 
through FM radio broadcast stations. 
Consequently, while fill-in translators 
may be owned by commercial primary
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stations or independent parties, 
ownership of “other area” commercial 
translators will be restricted to 
independent parties. Noncommercial 
educational FM (NCE-FM) translators 
remain exempt from ownership 
limitations. In areas beyond the 
protected contour of any full-time aural 
service, or "white areas”, where a 
licensee establishes that service is 
indeed unavailable, the Commission will 
be favorably disposed toward requests 
for waivers of the rules to permit 
commercial primary station ownership 
of FM translators. Independent parties 
may establish FM translators to serve 
any area.

4. With respect to financial support of 
FM translators by commercial primary 
stations, the Commisssion’s Notice of 
Proposed Rule Making, 55 F R 13296 
(1990), suggested revisions intended to 
remove the ambiguities that precipitated 
the alleged abuses reported by 
commenting parties. Under the revised 
rule, commercial primary stations may 
support fill-in translators both before 
and after the translator commences 
operation, but they may not provide 
direct or indirect financial support 
beyond technical assistance to FM 
translators serving other areas. Once 
again, the Commission will be favorably 
disposed toward requests for waivers of 
this financial support restriction upon 
showing that the translator would serve 
a “white area”. NCE-FM translators 
remain exempt from financial support 
restrictions.

5. The Commission retains the 
existing fundraising and program 
origination rules that permit translators 
to originate announcements of only 30 
seconds per hour for acknowledging and 
soliciting financial support, while also 
permitting emergency warnings of 
imminent danger. The 30-second 
announcement may be split during the 
hour and no local service obligations 
will be imposed. Under these rules, FM 
translators will continue to function as a 
secondary service useful for informing 
local residents of emergency situations. 
Several commenters proposed 
intermediate program origination 
options, including Gerard A. Turro’s 
request for waiver of § 74.1231 of the 
Commission’s Rules to permit his FM 
translator to originate local 
programming for residents in Bergen 
County, New Jersey. However, the 
Commission denies Turro’s request for a 
number of reasons, primarily that 
Bergen County is amply served by 
stations licensed to nearby communities 
and New York City, as Well as NCE-FM 
stations licensed in the county.

6. The Report also modifies the rules 
regarding signal delivery and use of 
auxiliary frequencies. In order to 
enhance the quality of signal 
transmission, commercial translators 
providing “fill-in” service may use any 
terrestrial means to receive the primary 
station signals, with waivers seeking 
similar permission regarded favorably 
for “white area” translators. “Other 
area” commercial translators are 
restricted to receiving the signal off-air. 
Commercial “fill-in” translators will also 
be authorized to use aural intercity relay 
frequencies on a secondary basis 
following advance notification of local 
frequency coordination committees, and 
waiver requests for translators serving 
“white areas” will be viewed favorably. 
The Commission will continue to 
prohibit use of a translator solely to 
relay signals of a primary station to 
more distant facilities, but will permit 
incidental relays.

7. The Commission clarifies that 
licensees may operate multiple 
translators following a showing of 
“need” on technical grounds as 
determined by the quality of signal 
received from the intended primary 
station or any operating translator. Also, 
a priority scheme will be used to resolve 
mutually exclusive applications such 
that “full-in” translators of the 
commonly owned primary station will 
have highest priority; alternative 
frequencies will be assigned when 
possible; when alternative frequencies 
are unavailable, and alternative system 
using factors considered for FM 
allotments will be applied. Where 
mutual exclusivity is unresolved by the 
above scheme, the Commission will 
select applications on a first-come-first- 
served basis.

8. The Report also determines that a 
“major change” will be defined as any 
change in output frequency, or any 
change or increase (but not decrease) in 
the predicted 1 niV/m coverage area of 
more than 10 percent of the previously 
authorized coverage area. The 
Commission makes this ruling on the 
grounds that it is appropriate to give 
licensees some flexibility to make minor 
facility adjustments without triggering 
the “major change” process. Finally, 
rules are retained exempting FM 
translators from multiple ownership 
rules and prohibiting rebroadcast of AM 
signals.

Technical Issues
9. In order to reduce actual 

interference problems through an 
expanded range of channels, the 
Commission will allow all FM 
translators to operate on any of the 80 
non-reserved commercial channels with

the 20 reserved noncommercial 
educational channels remaining 
available for NCE-M translator use. 
With respect to the maximum 
permissible translator power output, the 
Report reduces the proposed maximum 
effective radiated power (ERP) standard 
of 1 kilowatt to 250 watts at low antenna 
height (HAAT). The 250 watt maximum 
ERP limit will be applied to all parts of 
the country, with the exception that FM 
translators in the border areas are also 
subject to the bilateral agreements with 
Mexico and Canada. Fill-in translators 
are constrained by the requirement that 
there coverage contour must not reach 
beyond the coverage contour of the 
primary station. Furthermore, the 
coverage of “other area” translators will 
also be restricted to power and height 
combinations that produce a distance to 
the translator’s 1 mV/m coverage 
contour not exceeding 7 kilometers (km) 
in Southern California and east of the 
Mississippi, and 13 km elsewhere. The 
Commission will also be favorably 
disposed toward waiving the power rule 
to permit higher power up to 250 watts 
at any HAAT if the applicant 
demonstrates that the service to a 
greater distance reaches only a “white 
area”. As applied to NCE-FM translator 
applications, a “white area” will be 
defined as any area that is not served by 
a full-service public radio station. All 
applications requesting greater than 100 
watts ERP will be required to determine 
whether excessive human exposure to 
RF radiation would result, and, if so, to 
submit, an environmental assessment.

10. The Report clarifies the standards 
for antennas by allowing composite, 
multiple array, and directional antennas, 
pursuant to the specific standards 
adapted from § 73.316 of the rules. In 
addition, the Commission adopts the 
proposed prohibition of contour overlap 
to avoid predicted translator 
interference to FM stations and TV 
Channel 6 stations. However, the Report 
finds it inappropriate to introduce 
explicit standards for determining actual 
interference, but instead, the 
Commission modifies its proposed rule 
to emphasize that FM translator 
licensees are responsible for resolving 
all interference complaints by 
appropriate means. The Commission 
also makes minor changes to clarify 
other aspects of the FM translator rules, 
including conforming some FM booster 
rules with the revised FM translator 
rules and simplifying the procedures and 
requirements for approval of 
transmission equipment.

11. The Commission seeks to ensure 
that the revised rules will not withdraw 
FM translator service from areas
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stations or independent parties, 
ownership of “other area” commercial 
translators will be restricted to 
independent parties. Noncommercial 
educational FM (NCE-FM) translators 
remain exempt from ownership 
limitations. In areas beyond the 
protected contour of any full-time aural 
service, or "white areas”, where a 
licensee establishes that service is 
indeed unavailable, the Commission will 
be favorably disposed toward requests 
for waivers of the rules to permit 
commercial primary station ownership 
of FM translators. Independent parties 
may establish FM translators to serve 
any area.

4. With respect to financial support of 
FM translators by commercial primary 
stations, the Commisssion’s Notice of 
Proposed Rule Making, 55 F R 13296 
(1990), suggested revisions intended to 
remove the ambiguities that precipitated 
the alleged abuses reported by 
commenting parties. Under the revised 
rule, commercial primary stations may 
support fill-in translators both before 
and after the translator commences 
operation, but they may not provide 
direct or indirect financial support 
beyond technical assistance to FM 
translators serving other areas. Once 
again, the Commission will be favorably 
disposed toward requests for waivers of 
this financial support restriction upon 
showing that the translator would serve 
a “white area”. NCE-FM translators 
remain exempt from financial support 
restrictions.

5. The Commission retains the 
existing fundraising and program 
origination rules that permit translators 
to originate announcements of only 30 
seconds per hour for acknowledging and 
soliciting financial support, while also 
permitting emergency warnings of 
imminent danger. The 30-second 
announcement may be split during the 
hour and no local service obligations 
will be imposed. Under these rules, FM 
translators will continue to function as a 
secondary service useful for informing 
local residents of emergency situations. 
Several commenters proposed 
intermediate program origination 
options, including Gerard A. Turro’s 
request for waiver of § 74.1231 of the 
Commission’s Rules to permit his FM 
translator to originate local 
programming for residents in Bergen 
County, New Jersey. However, the 
Commission denies Turro’s request for a 
number of reasons, primarily that 
Bergen County is amply served by 
stations licensed to nearby communities 
and New York City, as Well as NCE-FM 
stations licensed in the county.

6. The Report also modifies the rules 
regarding signal delivery and use of 
auxiliary frequencies. In order to 
enhance the quality of signal 
transmission, commercial translators 
providing “fill-in” service may use any 
terrestrial means to receive the primary 
station signals, with waivers seeking 
similar permission regarded favorably 
for “white area” translators. “Other 
area” commercial translators are 
restricted to receiving the signal off-air. 
Commercial “fill-in” translators will also 
be authorized to use aural intercity relay 
frequencies on a secondary basis 
following advance notification of local 
frequency coordination committees, and 
waiver requests for translators serving 
“white areas” will be viewed favorably. 
The Commission will continue to 
prohibit use of a translator solely to 
relay signals of a primary station to 
more distant facilities, but will permit 
incidental relays.

7. The Commission clarifies that 
licensees may operate multiple 
translators following a showing of 
“need” on technical grounds as 
determined by the quality of signal 
received from the intended primary 
station or any operating translator. Also, 
a priority scheme will be used to resolve 
mutually exclusive applications such 
that “full-in” translators of the 
commonly owned primary station will 
have highest priority; alternative 
frequencies will be assigned when 
possible; when alternative frequencies 
are unavailable, and alternative system 
using factors considered for FM 
allotments will be applied. Where 
mutual exclusivity is unresolved by the 
above scheme, the Commission will 
select applications on a first-come-first- 
served basis.

8. The Report also determines that a 
“major change” will be defined as any 
change in output frequency, or any 
change or increase (but not decrease) in 
the predicted 1 niV/m coverage area of 
more than 10 percent of the previously 
authorized coverage area. The 
Commission makes this ruling on the 
grounds that it is appropriate to give 
licensees some flexibility to make minor 
facility adjustments without triggering 
the “major change” process. Finally, 
rules are retained exempting FM 
translators from multiple ownership 
rules and prohibiting rebroadcast of AM 
signals.

Technical Issues
9. In order to reduce actual 

interference problems through an 
expanded range of channels, the 
Commission will allow all FM 
translators to operate on any of the 80 
non-reserved commercial channels with

the 20 reserved noncommercial 
educational channels remaining 
available for NCE-M translator use. 
With respect to the maximum 
permissible translator power output, the 
Report reduces the proposed maximum 
effective radiated power (ERP) standard 
of 1 kilowatt to 250 watts at low antenna 
height (HAAT). The 250 watt maximum 
ERP limit will be applied to all parts of 
the country, with the exception that FM 
translators in the border areas are also 
subject to the bilateral agreements with 
Mexico and Canada. Fill-in translators 
are constrained by the requirement that 
there coverage contour must not reach 
beyond the coverage contour of the 
primary station. Furthermore, the 
coverage of “other area” translators will 
also be restricted to power and height 
combinations that produce a distance to 
the translator’s 1 mV/m coverage 
contour not exceeding 7 kilometers (km) 
in Southern California and east of the 
Mississippi, and 13 km elsewhere. The 
Commission will also be favorably 
disposed toward waiving the power rule 
to permit higher power up to 250 watts 
at any HAAT if the applicant 
demonstrates that the service to a 
greater distance reaches only a “white 
area”. As applied to NCE-FM translator 
applications, a “white area” will be 
defined as any area that is not served by 
a full-service public radio station. All 
applications requesting greater than 100 
watts ERP will be required to determine 
whether excessive human exposure to 
RF radiation would result, and, if so, to 
submit, an environmental assessment.

10. The Report clarifies the standards 
for antennas by allowing composite, 
multiple array, and directional antennas, 
pursuant to the specific standards 
adapted from § 73.316 of the rules. In 
addition, the Commission adopts the 
proposed prohibition of contour overlap 
to avoid predicted translator 
interference to FM stations and TV 
Channel 6 stations. However, the Report 
finds it inappropriate to introduce 
explicit standards for determining actual 
interference, but instead, the 
Commission modifies its proposed rule 
to emphasize that FM translator 
licensees are responsible for resolving 
all interference complaints by 
appropriate means. The Commission 
also makes minor changes to clarify 
other aspects of the FM translator rules, 
including conforming some FM booster 
rules with the revised FM translator 
rules and simplifying the procedures and 
requirements for approval of 
transmission equipment.

11. The Commission seeks to ensure 
that the revised rules will not withdraw 
FM translator service from areas
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coverage contour of their commercial 
primary FM stations, between FM radio 
stations and their co-owned FM booster 
stations, or for such other purposes as 
authorized in §74.531 of this part. 
* * * * *

24. Section 74.531 is amended by 
redesignating paragraphs (c) through (g) 
as (d) through (h) and adding new 
paragraph (c) to read as follows:

§ 74.531 Permissible service.
* *  *  *  *

(c) An aural broadcast intercity relay 
station is authorized to transmit aural 
program material between an FM radio 
station and an FM translator station 
operating within the coverage contour of 
its commercial primary FM station. This 
use shall not interfere with or otherwise 
preclude use of these broadcast 
auxiliary stations transmitting aural 
programming between the studio and 
transmitter location of a broadcast 
station or between broadcast stations as 
provided in paragraphs (a) and (b) of 
this section.
*  *  *  *  *

25. Section 74.532 is amended by 
revising paragraph (a) to read as 
follows:

§ 74.532 Licensing requirements.
(a) An aural broadcast STL or 

intercity relay station will be licensed 
only to the licensee or licensees of 
broadcast stations, other than 
international broadcast stations, and for 
use by a broadcast station or an FM 
booster station owned entirely by or 
under common control of the licensee or 
licensees, or for use by an FM translator 
station operating within the coverage 
contour of the commercial primary FM 
station being rebroadcast. 
* * * * *

26. Section 74.1201 is amended by 
adding paragraphs (g), (h) and (i) to read 
as follows:

§ 74.1201 Definitions. 
* * * * *

(g) Translator coverage contour. The 
coverage contour for an FM translator 
providing “fill-in” service is congruent 
with its parent station: For a fill-in 
translator for a commercial Class B 
station it is the predicted 0.5 mV/m field 
strength contour; for a fill-in translator 
for a commercial Cass B l station it is 
the predicted 0.7 mV/m field strength 
contour; and for a fill-in translator for all 
other classes of commercial stations as 
well as all noncommercial educational 
stations it is the predicted 1 mV/m field 
strength contour. A fill-in FM 
translator’s coverage contour must be 
contained within the primary station’s 
coverage contour. The protected contour

for an FM translator station is its 
predicted 1 mV/m contour.

(h) Fill-in area. The area where the 
coverage contour of an FM translator or 
booster station is within the protected 
contour of the associated primary 
station [i.e., predicted 0.5 mV/m contour 
for commercial Class B stations, 
predicted 0.7 mV/m contour for 
commercial Class B l stations, and 
predicted 1 mV/m contour for all other 
classes of stations).

(i) Other area. The area where the 
coverage contour of an FM translator 
station extends beyond the protected 
contour of the primary station [i.e., 
predicted 0.5 mV/m contour for 
commercial Class B stations, predicted
0.7 mV/m contour for commercial Class 
B l stations, and predicted 1 mV/m 
contour for all other classes of stations).

27. Section 74.1202 is amended by 
revising paragraphs (b) introductory 
text, (b)(1) and (b)(2); by removing 
paragraphs (c), (d) and the Note to this 
section; and by redesignating paragraph
(e) as paragraph (c) and revising it to 
read as follows:

§ 74.1202 Frequency assignment. 
* * * * *

(b) Subject to compliance with all the 
requirements of this subpart, FM 
broadcast translators may be authorized 
to operate on the following FM 
channels, regardless of whether they are 
assigned for local use in the FM Table of 
Allotments (§ 73.202(b) of this chapter):

(1) Commercial FM  translators: 
Channels 221-300 as identified in 
§ 73.201 of this chapter.

(2) Noncommercial FM  translators: 
Channels 201-300 as identified in
§ 73.201 of this chapter. Use of reserved 
channels 201-220 is subject to the 
restrictions specified in § 73.501 of this 
chapter.
* * * * *

(c) An FM broadcast booster station 
will be assigned the channel assigned to 
its primary station.

28. Section 74.1203 is revised to read 
as follows:

§ 74.1203 Interference.
(a) An^authorized FM translator or 

booster station will not be permitted to 
continue to operate if it causes any 
actual interference to:

(1) The transmission of any authorized 
broadcast station; or

(2) The reception of the input signal of 
any TV translator, TV booster, FM 
translator or FM booster station; or

(3) The direct reception by the public 
of the off-the-air signals of any 
authorized broadcast station including 
TV Channel 6 stations, Class D

(secondary) noncommercial educational 
FM stations, and previously authorized 
and operating FM translators and FM 
booster stations. Interference will be 
considered to occur whenever reception 
of a regularly used signal is impaired by 
the signals radiated by the FM 
translator or booster station, regardless 
of the quality of such reception, the 
strength of the signal so used, or the 
channel on which the protected signal is 
transmitted.

(b) If interference cannot be properly 
eliminated by the application of suitable 
techniques, operation of the offending 
FM translator or booster station shall be 
suspended and shall not be resumed 
until the interference has been 
eliminated. Short test transmissions may 
be made during the period of suspended 
operation to check the efficacy of 
remedial measures. If a complainant 
refuses to permit the FM translator or 
booster licensee to apply remedial 
techniques which demonstrably will 
eliminate the interference without 
impairment to the original reception, the 
licensee of the FM translator or booster 
station is absolved of further 
responsibility for that complaint.

(c) An FM booster station will be 
exempted from the provisions of 
paragraphs (a) and (b) of this section to 
the extent that it may cause limited 
interference to its primary station’s 
signal, provided it does not disrupt the 
existing service of its primary station or 
cause such interference within the 
boundaries of the principal community 
of its primary station.

(d) A fill-in FM translator operating on 
the first, second or third adjacent 
channel to its primary station’s channel 
will be exempt from the provisions of 
paragraphs (a) and (b) of this section to 
the extent that it may cause limited 
interference to its primary station’s 
signal, provided it does not disrupt the 
existing service of its primary station or 
cause such interference within the 
boundaries of the principal community 
of its primary station.

(e) It shall be the responsibility of the 
licensee of an FM translator station or 
FM booster station to correct any 
condition of interference which results 
from the radiation of radio frequency 
energy by its equipment on any 
frequency outside the assigned channel. 
Upon notice by the Commission to the 
station licensee or operator that such 
interference is being caused, the 
operation of the translator station or 
booster station shall be immediately 
suspended and shall not be resumed 
until the interference has been 
eliminated or it can be demonstrated 
that the interference is not due to
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spurious emissions by the FM translator 
station or FM booster station; provided, 
however, That short test transmissions 
may be made during the period of 
suspended operation to check the 
efficacy of remedial measures.

29. A new § 74.1204 is added to read 
as follows:

§ 74.1204 Protection of FM broadcast 
stations and FM translators.

(a) An application for an FM 
translator station will not be accepted 
for filing if the proposed operation 
would involve overlap of predicted field 
strength contours with any other 
authorized station, including commercial 
and noncommercial educational FM 
broadcast stations, FM translators and 
Class D (secondary) noncommercial 
educational FM stations, as set forth 
below:

(1) Commercial Class B FM Stations 
(Protected Contour: 0.5 mV/m)

Frequency
separation

Interference 
contour of 
proposed 

translator station

Protected 
contour of 

commercial 
Class B station

Co-channel.... 0.05 mV/m (34 0.5 mV/m (54
dBu) dBu).

200 kHz____ _ 0.25 mV/m (48 
dBu)

0.5 mV/m (54 
dBu).

400 kHz......... 5.00 rriV/m (74 
dBu)

0.5 mV/m (54 
dBu).

600 kHz-.... . 50.0 mV/m (94 
dBu)

0.5 mV/m (54 
dBu).

(2) Commercial Class B1 FM Stations 
(Protected Contour: 0.7 mV/m)

Frequency ; 
separation

Interference 
contour of 
proposed 

translator station :

Protected 
contour of 

commercial 
Class B1 station

Co-channe!.... 0.07 mV/m (37 0.7 mV/m (57
dBu) dBu).

200 kHz......... 0.35 mV/m (51 0.7 mV/ro (57
dBu) dBU).

400 kHz...... . 7.00 mV/m (77 0.7 mV/m (57
dBu) dBu).

600 kHz......... 70.0 mV/m (97 0.7 mV/m (57
dBu) dBu).

(3) All Other Classes of FM Stations 
(Protected Contour: 1 mV/m

Frequency
separation

Interference 
contour of 
proposed 

translator station

Protected 
contour of any 
other station

Co-channel— 0.1 mV/m (40 1 mV/m (60
dBu) dBU).

200 kHz....... . 0.5 mV/m (54 f mV/m (SO
dBu) dBu).

400 kHz......... 10 mWm (80 1 mV/m (60
dBu) dBu).

600 kHz........ 100 mV/m (100 1 mV/m (60
dBu) dBu).

(b) The following standards must be 
used to compute the distances to the 
pertinent contours:

(1) The distances to the protected 
contours are computed using Figure 1 of 
§ 73.333 [F{50,50) curves] of this chapter.

(2) The distances to the interference 
contours are computed using Figure la  
of § 73.333 {F(50,10) curves] of this 
chapter. In the event that the distance to 
the contour is below 16 kilometers 
(approximately 10 miles), and therefore 
not covered by Figure la , curves in 
Figure 1 must be used.

(3) The effective radiated power (ERF) 
to be used is the maximum ERP of the 
main radiated lobe in the pertinent 
azimuthal direction. If the transmitting 
antenna is not horizontally polarized 
only, either the vertical component or 
die horizontal component of the ERP 
should be used, whichever is greater in 
the pertinent azimuthal direction.

v  (4) The antenna height to be used is 
the height of the radiation center above 
the average terrain along each pertinent 
radial, determined in accordance with 
§ 73.313(d) of this chapter.

(c) An application for a change (other 
than a change in channel) in die 
authorized facilities of an FM translator 
station will be accepted even though 
overlap of field strength contours would 
occur with another station in an area 
where such overlap does not already 
exist, if:

(1) The total area of overlap with that 
station would not be increased:

(2) The area of overlap with any other 
station would not increase;

(3) The area of overlap does not move 
significantly closer to the station 
receiving the overlap; and,

(4) No area of overlap would be 
created with any station with which die 
overlap does not now exist.

(d) The provisions of this section 
concerning prohibited overlap will not 
apply where the area of such overlap 
lies entirely over water. In addition, an 
application otherwise precluded by this 
section will be accepted if it can be 
demonstrated that no actual interference 
will occur due to intervening terrain, 
lack of population or such other factors 
8s may be applicable.

(e) The provisions of this section will 
not apply to overlap between a 
proposed fill-in FM translator station 
and its primary station operating on a 
first, second or third adjacent channel, 
provided That such operation may not 
result in interference to the primary 
station within its principal community.

(f) An application for an FM translator 
station will not be accepted for filing 
even though the proposed operation 
would not involve overlap of field

strength contours with any other station, 
as set forth in paragraph (a) of this 
section, if the predicted 1 mV/m field 
strength contour of the FM translator 
station will overlap a populated area 
already receiving a regularly used, off- 
the-air signal of any authorized co­
channel, first, second or third adjacent 
channel broadcast station, including 
Class D (secondary) noncommercial 
educational FM stations and grant of the 
authorization will result in interference 
to the reception of such signal.

(g) An application for an FM 
translator station specifying a channel 
that is separated by 53 or 54 channels 
from the channel of an FM radio 
broadcast station will not be accepted 
for filing if it fails to meet the required 
separation distance set out in § 73.207 of 
this chapter. For purposes of 
determining compliance with § 73.207 of 
this chapter, translator stations will be 
treated as Class A stations; provided, 
however, that translator stations 
operating with 10 watts or less ERP will 
be treated as Class D stations and will 
not be subject to intermediate frequency 
separation requirements.

(h) An application for an FM 
translator station will not be accepted 
for filing if it specifies a location within 
320 kilometers (approximately 199 miles) 
of either the Canadian or Mexican 
borders and it does not comply with
§ 74.1235(d) of this part.

(i) FM booster stations shall be 
subject to the requirement that the 
signal of any first adjacent channel 
station must exceed the signal of the 
booster station by 6 dB at all points 
within the protected contour of any first 
adjacent channel station, except that in 
the case of FM stations on adjacent 
channels at spacings that do not meet 
the minimum distanoe separations 
specified in § 73.207 of this chapter, the 
signal of any first adjacent channel 
station must exceed the signal of the 
booster by 6 dB at any point within the 
predicted interference free contour of 
the adjacent channel station.

(j) FM translator stations authorized 
prior to March 1,1991 with facilities that 
do not comply with the predicted 
interference protection provisions of this 
section, may continue to operate, 
provided That operation is in 
conformance in § 74.1203 of this part 
regarding actual interference. 
Applications to modify such FM 
translator stations must specify facilities 
that comply with the provisions of this 
section.

30. A new § 74.1205 is added to read 
as follows:

T
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§ 74.1205 Protection of channel 6 TV  
broadcast stations.

(a) An application for a construction 
permit for new or modified facilities for 
a noncommercial educational FM 
translator station operating on Channels 
201-220 must include a showing that 
demonstrates compliance with 
paragraph (b), (c) or (d) of this section if 
it is within the following distances of a 
TV broadcast station which is 
authorized to operate on Channel 6.

FM Channel Distance 
. (kilometers)

201........................ ............... ......... 148
202.............................................„......... . 146
203 ............................................................ 143
204____________________  . . ___ 14T

140
206__ ______ ______ _____ _____ 137
207 ................................. 135
208.............. ............. .............................. 135
20ft......... ...................  ........................ 135
210.................. .. ... _________  „ 135

135
212____________ ____________ ____ 135
213 ............................. 135

134
215....................................... 134
216........... ...............................  .......... 133
217....... .... „ ......................„............... . 133
218 ......................... ................................... 132
219............... .................. ■ts?
220.... ..... ...... ............................. ........... 131

(bj Collocated stations. An 
application for a noncommercial 
educational FM translator station 
operating on Channels 201-220 and 
located at 0.4 kilometer (approximately 
0.25 mile) or less from a TV Channel 6 
station will be accepted if it includes a 
certification that the applicant has 
coordinated its antenna with the 
affected TV station.

(c) Contour overlap. Except as 
provided in paragraph (bj of this section, 
an application for a noncommercial 
educational FM translator station 
operating on Channels 201-220 will not 
be accepted if the proposed operation 
would involve overlap of its interference 
field strength contour with any TV 
Channel 6 station’s Grade B contour, as 
set forth below.

(II The distances to the TV Channel 6 
station Grade B (47 dBu) field strength 
contour will be predicted according to 
the procedures specified in §, 73.684 of 
this chapter, using, the F(50,50) curves in 
§ 73.699, Figure 9 of this chapter.

(2) The distances to the applicable 
noncommercial educational FM 
translator interference contour will be 
predicted according to the procedures 
specified in § 74.1204(b) of this part.

(3) The applicable noncommercial 
educational FM translator interference 
contours are as follows:

FM channel

Interference
Contour
F(5O,10>
curves
(dBu)

201........................................................... 54
2 0 2 .......... ........................................ 56
203..... ............................................... 59
204 ...................... .........  .............. ......... 62
205 ......... !.........................„  ............... 64
206............... ........... „.............................. 69
207 .............  . . .„ 73
208 ........................................................
209 .............. .............................................

73
73

210 .......... ................. „.... „..................... 73
73

212 74
213 75
214 ............................................................ 77
215.__ ____  . .................................. 7»

80
217 8 t
218 ........  ....... ................. ..... ..... ....... 85
2 19 .......................................... 89

90

(d) FM translator stations authorized 
prior to March 1,1991 with facilities that 
do not comply with the predicted 
interference protection provisions of this 
section, may continue to operate, 
provided That operation is in 
conformance with § 74.12Q3 of this part 
regarding actual interference. 
Applications to modify such FM 
translator stations must specify facilities 
that comply with the provisions of this 
section.

31. Section 74.1231 is amended by 
revising paragraph (b) and adding an 
accompanying Note to (b), revising 
paragraphs (c), (e), (gh and (h), and an 
accompanying Note to (h), and removing 
paragraph (i) to read as fallows;

§ 74.1231 Purpose and permissible 
service.
* * * * ♦

(b) An FM translator may be used for 
the purpose of retransmitting the signals 
of a primary FM radio broadcast station 
or another translator station which have 
been received directly through space, 
converted, and suitably amplified. 
However, a commercial FM translator 
providing fiH-in service may use any 
terrestrial facilities to receive the signal 
that is being rebroadcast. An FM 
booster station or a noncommercial 
educational FM translator station 
operating on a reserved channel 
(Channel 201-220} and owned and 
operated by the licensee of the primary 
noncommercial educational FM station 
it rebroadcasts may use alternative 
signal delivery means, including, but not 
limited to, satellite and terrestrial 
microwave facilities. Provided* however, 
That an applicant for a noncommercial 
educational FM translator station 
operating on a reserved channel 
(Channel 201-220} and owned and

operated by the licensee of the primary 
noncommercial educational FM station 
it rebroadcasts complies with either 
paragraph (b)(1) or (b)(2) of this section:

(1) The applicant demonstrates that:
(1) The transmitter site of the proposed 

FM translator station is within 80 
kilometers of the predicted 1 roV/m 
contour of the primary station to be 
rebroadcast; or,

(ii) The transmitter site of the 
proposed FM translator station is more 
than 160 kilometers from the transmitter 
site of any authorized full service 
noncommercial educational FM station^ 
or,

(iii) The application rs mutually 
exclusive with an application containing 
the showing as required by
§ 74.1231fb)(2} (i) or (ii) of this section; 
or,

(iv) The application is filed after 
October 1,1992.

(2) If the transmitter site of the 
proposed FM translator station is more 
than 80 kilometers from the predicted 1 
mV/m contour of the primary station to 
be rebroadcast or is within 160 
kilometers of the transmitter site o f any 
authorized full service noncommercial 
educational FM station, the applicant 
must show that

(r) An alternative frequency can be 
used at the same site as the proposed 
FM translator’s transmitter location and 
can provide signal coverage to the same 
area encompassed by the applicant's 
proposed11 mV/m contour; or,

(H) An alternative frequency can be 
used at a different site and can provide 
signal coverage to the same area 
encompassed by the applicant's 
proposed 1 mV/m contour.

Note: For paragraphs 74.1231(b) and 
74.1231(h). o f this section, auxiliary intercity 
relay station frequencies may be used to 
deliver signals to FM translator and booster 
stations on a secondary basis only. Such use 
shall not interfere with or otherwise preclude 
use of these frequencies for transmitting aural 
programming between the studio and 
transmitter location of a broadcast station, or 
between broadcast stations, as  provided in 
paragraphs 74.531 (a) and (b) of this part.
Prior to filing an application for an auxiliary 
intercity relay microwave frequency, the 
applicant shall notify the local frequency 
coordination committee, or, in die absence of 
a local frequency coordination committee, 
any licensees assigned die use of the 
proposed operating frequency in the intended 
location or area of operation.

(c) The transmissions of each FM 
translator or booster station shall be 
intended only for direct reception by the 
general public. An FM translator or 
booster shall not be operated solely for 
the purpose o f relaying signals to one or 
more fixed received points for
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retransmission, distribution, or further 
relaying in order to establish a point-to- 
point FM radio relay system. 
* * * * *

(e) An FM translator shall not 
deliberately retransmit the signals of 
any station other than the station it is 
authorized to retransmit. Precautions 
shall be taken to avoid unintentional 
retransmission of such other signals.
* * * * *

(g) The aural material transmitted as 
permitted in paragraph (f) of this section 
shall be limited to emergency warnings 
of imminent danger and to seeking or 
acknowledging financial support 
deemed necessary to the continued 
operation of the translator. Originations 
concerning financial support are limited 
to a total of 30 seconds an hour. Within 
this limitation the length of any 
particular announcement will be left to 
the discretion of the translator station 
licensee. Solicitations of contributions 
shall be limited to the defrayal of the 
costs of installation, operation and 
maintenance of the translator or 
acknowledgements of financial support 
for those purposes. Such 
acknowledgements may include 
identification of the contributors, the 
size or nature of the contributions and 
advertising messages of contributQrs. 
Emergency transmissions shall be no 
longer or more frequent than necessary 
to protect life and property.

(h) FM broadcast booster stations 
provide a means whereby the licensee 
of an FM broadcast station may provide 
service to areas in any region within the 
primary station's predicted, authorized 
service contours. An FM broadcast 
booster station is authorized to 
retransmit only the signals of its primary 
station which have been received 
directly through space and suitably 
amplified, or received by alternative 
signal delivery means including, but not 
limited to, satellite and terrestrial 
microwave facilities. The FM booster 
station shall not retransmit the signals 
of any other station nor make 
independent transmissions, except that 
locally generated signals may be used to 
excite the booster apparatus for the 
purpose of conducting tests and 
measurements essential to the proper 
installation and maintenance of the 
apparatus.

Note: In the case of an FM broadcast 
station authorized with facilities in excess of 
those specified by § 73.211 of this chapter, an 
FM booster station will only be authorized 
within the protected contour of the class of 
station being rebroadcast as predicted on the 
basis of the maximum powers and heights set 
forth in that section for the applicable class 
of FM broadcast station concerned.

32. Section 74.1232 is amended by 
revising paragraph (b) and adding a 
Note to (b), by revising paragraph (d), 
removing the notes following paragraph
(d) , by redesignating paragraphs (e) 
through (g) as paragraphs (f) through (h), 
revising redesignated paragraphs (f) 
through (h), and adding new paragraph
(e) to read as follows:

§ 74.1232 Eligibility and licensing 
requirements.
* * * * *

(b) More than one FM translator may 
be licensed to the same applicant, 
whether or not such translators serve 
substantially the same area, upon an 
appropriate showing of technical need 
for such additional stations. FM 
translators are not counted as FM 
stations for the purpose of § 73.3555 of 
this chapter concerning multiple 
ownership.

Note: As used in this section need refers to 
the quality of the signal received and not to 
the programming content, format, or 
transmission needs of an area. 
* * * * *

(d) An authorization for an FM 
translator whose coverage contour 
extends beyond the protected contour of 
the commercial primary station will not 
be granted to the licensee or permittee 
of a commercial FM radio broadcast 
station. Similarly, such authorization 
will not be granted to any person or 
entity having any interest whatsoever, 
or any connection with a primary FM 
station. Interested and connected 
parties extend to group owners, 
corporate parents, shareholders, 
officers, directors, employees, general 
and limited partners, family members 
and business associates. For the 
purposes of this paragraph, the 
protected contour of the primary station 
shall be defined as follows: the 
predicted 0.5mV/m contour for 
commercial Class B stations, the 
predicted 0.7 mV/m contour for 
commercial Class B l stations and the 
predicted 1 mV/m field strength contour 
for all other FM radio broadcast 
stations. The contours shall be as 
predicted in accordance with § 73.313(a) 
through (d) of this chapter. In the case of 
an FM radio broadcast station 
authorized with facilities in excess of 
those specified by § 73.211 of this 
chapter, a co-owned commercial FM 
translator will only be authorized within 
the protected contour of the class of 
station being rebroadcast, as predicted 
on the basis of the maximum powers 
and heights set forth in that section for 
the applicable class of FM broadcast 
station concerned. An FM translator 
station in operation prior to March 1, 
1991, which is owned by a commercial

FM (primary) station and whose 
coverage contour extends beyond the 
protected contour of the primary station, 
may continue to be owned by such 
primary station until March 1,1994. 
Thereafter, any such FM translator 
station must be owned by independent 
parties.

(e) An FM translator station whose 
coverage contour goes beyond the 
protected contour of the commercial 
primary station shall not receive any 
support, before or after construction, 
either directly or indirectly, from the 
commercial primary FM radio broadcast 
station. Such support also may not be 
received from any person or entity 
having any interest whatsoever, or any 
connection with the primary FM station. 
Interested and connected parties extend 
to group owners, corporate parents, 
shareholders, officers, directors, 
employees, general and limited partners, 
family members and business 
associates. Such an FM translator 
station may, however, receive technical 
assistance from the primary station to 
the extent of installing or repairing 
equipment or making adjustments to 
equipment to assure compliance with 
the terms of the translator station’s 
construction permit and license. FM 
translator stations in operation prior to 
March 1,1991 may continue to receive 
contributions or support from the 
commercial primary station for the 
operation and maintenance of the 
translator station until March, 1,1994. 
Thereafter, any such FM translator 
station shall be subject to the 
prohibitions on support contained in this 
section.

(f) An FM broadcast booster station 
will be authorized only to the licensee or 
permittee of the FM radio broadcast 
station whose signals the booster station 
will retransmit, to serve areas within the 
protected contour of the primary station, 
subject to Note, § 74.1231(h) of this part.

(g) No numerical limit is placed upon 
the number of FM booster stations 
which may be licensed to a single 
licensee. A separate application is 
required for each FM booster station.
FM broadcast booster stations are not 
counted as FM broadcast stations for 
the purposes of § 73.5555 of this chapter 
concerning multiple ownership.

(h) Any authorization for an FM 
translator station issued to an applicant 
described in paragraphs (d) and (e) of 
this section will be issued subject to the 
condition that it may be terminated at 
any time, upon not less than sixty (60) 
days written notice, where the 
circumstances in the community or area 
served are so altered as to have 
prohibited grant of the application had
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such circumstances existed at the time 
of its filing.

33. A new § 74.1233 is added to read 
as follows:

§ 74.1233 Processing FM translator and 
booster station applications.

(a) Applications for FM translator and 
booster stations are divided into two 
groups:

(1) In the first group are applications 
for new stations or for malar changes in 
the facilities of authorized stations. In 
the case of FM translator stations, a 
maior change is any change in frequency 
(output channel), or change (only the 
gain should be included in determining 
amount of change) or increase (but not 
decrease) in area to be served greater 
than ten percent of the previously 
authorized 1 mV/m contour. All other 
changes will be considered minor. AU 
major changes are subject to the 
provisions of § § 73.3580 and 1.1104 of 
this chapter pertaining to major changes.

(2) In the second group are 
applications for licenses and all other 
changes in the facilities of the 
authorized station.

(b) Applications for FM translator and 
booster stations will be processed as 
nearly as possible in the order in which 
they are filed. Such applications will be 
placed in the processing fine in 
numerical sequence, and will be drawn 
by the staff for study, the lowest file 
number first. In order that those 
applications which are entitled to be 
grouped for processing may be fixed 
prior to the time processing of the 
earliest filed application is begun, the 
FCC will periodically release a Public 
Notice listing, applications which have 
been accepted for filing and announcing 
a date (not less than 30 days after 
publication) on which the listed 
applications will be considered 
available and ready for processing and 
by which all mutually exclusive 
applications and/or petitions to deny 
the listed applications must be filed.

(c) In the case of an application for an 
instrument of authorization, other than, a 
license pursuant to a construction 
permit, grant will he based on the 
application, the pleadings filed, and 
such other matters that may be officially 
noticed. Before a grant can be made it 
must be determined that

(1) There is not pending a mutually 
exclusive application filed in 
accordance with paragraph (b) of this 
section.

(2) The applicant is legally, 
technically, financially and otherwise 
qualified;

(3) The applicant is not in violation of 
any provisions of law, the FCC rules, or 
established policies of the FCC; and

(4) A grant of die application would 
o therwise serve the public interest, 
convenience and necessity.

(d) Applications for FM translator 
stations proposing to provide fill-in 
service (within the primary station’s 
protected contour) of the commonly 
owned primary station will be given 
priority over all other applications.

(e) Where applications for FM 
translator stations are mutually 
exclusive and do not involve a proposal 
to provide fill-in service of a commonly 
owned primary station, the FCC may 
stipulate different frequencies as 
necessary for the applicants.

(f) Where there are no available 
frequencies to substitute for a mutually 
exclusive application, the FCC will base 
its decision on the following priorities:
(1) First full-time aural services; (2) 
second full-time aural services; and (3) 
other public interest matters including, 
but not limited to the number of aural 
services received in the proposed 
service area, the need for or lack of 
public radio service, and other matters 
such as the relative size of the proposed 
communities and their growth rate.

(g) Where the procedures in 
paragraph (d), (e) and (f) of this section 
fail to resolve the mutual exclusivity, the 
applications will be processed on a first- 
come-first-served basis.

34. Section 74.1235 is revised to read 
as follows;

§ 74.1235 Power limitations and antenna 
systems. .

(a) An application for an FM 
translator station filed by the licensee or 
permittee of the primary station to 
provide fill-in service within the primary 
station’s coverage area will not be 
accepted for filing if it specifies an 
effective radiated power (ERP) which 
exceeds 25ti watts.

(b) An application for an FM 
translator station, other than one for fill- 
in service which is covered in paragraph
(a) of this section, will not be accepted 
for filing if  it specifies an effective 
radiated power (ERF) which exceeds the 
maximum ERP (MERP) value 
determined in accordance with this 
paragraph. The antenna height above 
average terrain (HAAT) shall be 
determined m accordance with
§ 73.313(d) of this chapter for each of 12 
distinct racfials, with each radial spaced 
30 degrees apart and with the bearing of 
the first radial bearing true north. Each 
raidal HAAT value shall be rounded to 
the nearest meter. For each of the 12 
radial directions, the MERP is the value 
corresponding to the calculated HAAT 
in the following tables that is 
appropriate for the location of the 
translator. For an application specifying

a nondirectiofia! transmitting antenna, 
the specified ERP must not exceed the 
smallest of the 12 MERFs. For an 
application specifying a directional 
transmitting antenna, the ERP in each 
azimuthal direction must not exceed the 
MERP for the1 closes t o f the 12’ radial 
directions.

(1) For FM translators located east of 
the Mississippi River or m Zone I-A as 
described in § 73.205(b) of this chapter:

Radial HAAT (Waters)
Maximum 

! ERP'(MERP 
: in watts)

Less than or equal to 32 .......... ............ 250
33 to 3 9 _____ ______  __________ 170
40 to 4 7 ......................................................... 120
49 to 5 7 .................................................... 80

5558 to 6 8 ..... ............... ..............................
69 to 8 2 _________  __________ __ 39
83 to 96 ............... ......  .................... 27
97 to 115.................................................. 19
116 to 140................................................ 13

toGreater than or equal to 141... .............

(2) For FM translators located in all 
other areas:

Radial HAAT (meters)
i Maximum 
! ERP (MERP 

in watts)1

Less than or equal to T07...................... 250
108 to 118_____________  „ _______ 205
119 to 130 170
131 to 144................................. .............. 140
145 to 157............................................ 115
15» to 173.... ...... .................................... 92
174 to 19? 75
193 to 212— ________  __ 62
213 to 235................. .................... ......... 50
236 to 260................................................ 41
261 to 285............................... ................ 34
286 to 310........ ........ ...................... ...... 28
311 to 345 ____  ___________ 23

19346 to 380:.......... ......................... ...........
381 to 425._....... ..................................... 15.5
426 to 480.... ............. ..................... ..... 13

114R1 to B40
Greater than or equal to 541__ _ 10

(c) The effective radiated power of FM 
booster stations shall be limited such 
that the predicted service contour of 
such stations computed in accordance 
with § 73.313, paragraphs fa) through fdj 
of this chapter, may not extend beyond 
the area covered by the predicted 
service contour o f die primary station 
that they rebroadcast and that such FM 
booster effective radiated power may 
not exceed 20 percent of the maximum 
allowable effective radiated power For 
the primary station's class.

(d) Applications for FM translator 
stations located within 320 km o f the 
Canadian border will not be accepted if 
they specify more than 50 watts 
effective radiated power in any 
direction or ha ve a 34 dBu interference 
contour, calculated in accordance with
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§ 74.1204 of this part, that exceeds 32 
km. FM translator stations located 
within 320 kilometers of the Mexican 
border must be separated from Mexican 
allotments and assignments in 
accordance with § 73.207(b)(3) of this 
chapter and are limited to a transmitter 
power output of 10 watts or less. For 
purposes of compliance with that 
section, FM translators will be 
considered as Class D FM stations.

(e) In no event shall a station 
authorized under this subpart be 
operated with a transmitter power 
output (TPO) in excess of the transmitter 
type-accepted rating. A station 
authorized under this subpart for a TPO 
that is less than its transmitter type- 
accepted rating shall determine its TPO 
in accordance with § 73.267 of this 
chapter and its TPO shall not be more 
than 105 percent of the authorized TPO.

(f) Composite antennas and antenna 
arrays may be used where the total ERP 
does not exceed the maximum 
determined in accordance with 
paragraphs (a), (b) or (c) of this section.

(g) Either horizontal, vertical, circular 
or elliptical polarization may be used 
provided that the supplemental 
vertically polarized ERP required for 
circular or elliptical polarization does 
not exceed the ERP otherwise 
authorized. Either clockwise or 
counterclockwise rotation may be used. 
Separate transmitting antennas are 
permitted if both horizontal and vertical 
polarization is to be provfded.

(h) All applications must comply with 
§ 73.316, paragraphs (d) through (h) of 
this chapter.

(i) An application that specifies use of 
a directional antenna must comply with 
§ 73.316, paragraphs (c)(1) through (c)(3) 
of this chapter. Prior to issuance of a 
license, the applicant must: (1) Certify 
that the antenna is mounted in 
accordance with the specific 
instructions provided by the antenna 
manufacturer: and (2) certify that the 
antenna is mounted in the proper 
orientation. In instances where a 
directional antenna is proposed for the 
purpose of providing protection to 
another facility, a condition may be 
included in the construction permit 
requiring that before program tests are 
authorized, a permittee: (1) Must submit 
the results of a complete proof-of- 
performance to establish the horizontal 
plane radiation patterns for both the 
horizontally and vertically polarized 
radiation components; and, (2) must 
certify that the relative field strength of 
neither the measured horizontally nor 
vertically polarized radiation component 
shall exceed at any azimuth the value

indicated on the composite radiation 
pattern authorized by the construction 
permit.

(j) FM translator stations authorized 
prior to March 1,1991, with facilities 
that do not comply with the ERP 
limitation of paragraph (a) or (b) of this 
section, as appropriate, may continue to 
operate, provided That operation is in 
conformance in § 74.1203 of this part 
regarding interference. Applications to 
modify such FM translator stations must 
specify facilities that comply with 
paragraph (a) or (b) of this section, as 
appropriate.

35. Section 74.1236 is amended by 
revising the introductory text of 
paragraph (a) to read as follows:

§ 74.1236 Emission and bandwidth.

(a) The license of a station authorized 
under this siibpart allows the 
transmission of either F3 or other types 
of frequency modulation (see § 2.201 of 
this chapter) upon a showing of need, as 
long as the emission complies with the 
following:
* * * * *

36. Section 74.1237 is amended by 
revising paragraph (d) to read as 
follows:

§ 74.1237 Antenna location. 
* * * * *

(d) The transmitting antenna of a 
commonly owned FM translator or 
booster station shall be located within 
the protected contour of its FM station, 
subject to Note, § 74.1231(h) of this part.

37. Section 74.1250 is revised to read 
as follows:

§ 74.1250 Transmitters and associated 
equipment.

(a) FM translator and booster 
transmitting apparatus, and exciters 
employed to provide a locally generated, 
and modulated input signal to translator 
and booster equipment, used by stations 
authorized under the provisions of this 
subpart must be type accepted or 
notified upon the request of any 
manufacturer of transmitters in 
accordance with this section and 
subpart J of part 2 of this chapter. If 
acceptable, the apparatus will be 
included in the FCC’s “Radio Equipment 
List, Equipment Acceptable for 
Licensing.” In addition, FM translator 
and booster stations may use FM 
broadcast transmitting apparatus 
notified or type accepted under the 
provisions of part 73 of this chapter.

(b) Transmitting antennas, antennas 
used to receive signals to be 
rebroadcast, and transmission lines are

not subject to the requirement for type 
acceptance.

(c) The following requirements must 
be met before translator, booster or 
exciter equipment will be notified or 
type accepted in accordance with this 
section:

(1) Radio frequency harmonics and 
spurious emissions must conform with 
the specifications of § 74.1236 of this 
part.

(2) The local oscillator or oscillators, 
including those in an exciter employed 
to provide a locally generated and 
modulated input signal to a translator or 
booster, when subjected to variations in 
ambient temperature between minus 30 
degrees and plus 50 degrees centigrade, 
and in primary supply voltage between 
85 percent and 115 percent of the rated 
value, shall be sufficiently stable to 
maintain the output center frequency 
within plus or minus 0.005 percent of the 
operating frequency and to enable 
conformance with the specifications of
§ 74.1261 of this part.

(3) The apparatus shall contain 
automatic circuits to maintain the power 
output in conformance with §-74.1235(e) 
of this part. If provision is included for 
adjusting the power output, then the 
normal operating constants shall be 
specified for operation at both the rated 
power output and the minimum power 
output at which the apparatus is 
designed to operate. The apparatus shall 
be equipped with suitable meters or 
meter jacks so that the operating 
constants can be measured while the 
apparatus is in operation.

(4) Apparatus rated for transmitter 
power output of more than 1 watt shall 
be equipped with automatic circuits to 
place it in a nonradiating condition 
when no input signal is being received in 
conformance with § 74.1263(b) of this 
part and to transmit the call sign in 
conformance with § 74.1283(c)(2) of this 
part.

(5) For exciters, automatic means 
shall be provided for limiting the level of 
the audio frequency voltage applied to 
the modulator to ensure that a frequency 
swing in excess of 75 kHz will not occur 
under any condition of the modulation.

38. Section 74.1251 is amended by 
revising the section heading, revising 
paragraphs (b) introductory text, (b)(7),
(b)(8), removing paragraph (b)(9), and 
adding paragraph (c) to read as follows:

§ 74.1251 Technical and equipment 
modifications.
* * . '* * *

(b) Formal application on FCC Form
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349 is required of all permittees and 
licensees for any of the following 
changes:
* * * * * ;

(7) Any change of authorized effective 
radiated power.

(8) Any change in area being served.
(c) Changes in the primary FM station

being retransmitted must be submitted 
to the FCC in writing.

39. Section 74.1261 is revised to read 
as follows:

§ 74.1261 Frequency tolerance.

(a) The licensee of an FM translator or 
booster station with an authorized 
transmitter power output of 10 watts or 
less shall maintain the center frequency 
at the output of the translator within
0.01 percent of its assigned frequency.

(b) The licensee of an FM translator or 
booster station with an authorized 
transmitter power output greater than 10 
watts shall maintain the center 
frequency at the output of the translator 
or booster station in compliance with 
the requirement of § 73.1545(b)(1) of this 
chapter.

40. Section 74.1263 is revised to read 
as follows:

§ 74.1263 Time of operation.

(a) The licensee of an FM translator or 
booster station is not required to adhere 
to any regular schedule of operation. 
However, the licensee of an FM 
translator or booster station is expected 
to provide a dependable service to the 
extent that such is within its control and 
to avoid unwarranted interruptions to 
the service provided.

(b) An FM translator or booster 
station rebroadcasting the signal of a 
primary station shall not be permitted to 
radiate during extended periods when 
signals of the primary station are not 
being retransmitted.

(c) The licensee of an FM translator or 
booster station must notify the 
Commission of its intent to discontinue 
operations for 30 or more consecutive 
days. Notification must be made within 
10 days of the time the station first 
discontinues operation and Commission 
approval must be obtained for such 
discontinued operation to continue 
beyond 30 days. The notification shall 
specify the causes of the discontinued 
operation and a projected date for the 
station’s return to operation, 
substantiated by supporting 
documentation. If the projected date for 
the station’s return to operation cannot 
be met, another notification and further 
request for discontinued operations

must be submitted in conformance with 
the requirements of this section. Within 
48 hours of the station’s return to 
operation, the licensee must notify the 
Commission of such fact. All notification 
must be in writing.

(d) The licensee of an FM translator or 
booster station must notify the 
Commission of its intent to permanently 
discontinue operations at least two days 
before operation is discontinued. 
Immediately after discontinuance of 
operation, the licensee shall forward the 
station license and other instruments of 
authorization to the FCC, Washington, 
DC for cancellation.

(e) Failure of an FM translator or 
booster station to operate for a period of 
30 or more consecutive days, except for 
causes beyond the control of the 
licensee or as authorized pursuant to 
paragraph (c) of this section, shall be 
deemed evidence of permanent 
discontinuance of operation and the 
license of the station may be canceled at 
the discretion of the Commission.

41. Section 74.1269 is revised to read 
as follows:

§ 74.1269 Copies of rules.
The licensee or permittee of a station 

authorized under this subpart shall have 
a current copy of Volumes I (parts 0,1, 2 
and 17) and III (parts 73 & 74) of the 
Commission’s Rules and shall make the 
same available for use by the operator 
in charge. Each such licensee or 
permittee shall be familiar with those 
rules relating to stations authorized 
under this subpart. Copies of the 
Commission’s Rules may be obtained 
from the Superintendent of Documents, 
Government Printing Office,
Washington, DC 20402.

42. Section 74.1283 is revised to read 
as follows:

§ 74.1283 Station identification.
(a) The call sign of an FM broadcast 

translator station will consist of the 
initial letter K or W followed by the 
channel number assigned to the 
translator and two letters. The use of the 
initial letter will generally conform to 
the pattern used in the broadcast 
service. The two letter combinations 
following the channel number will be 
assigned in order and requests for the 
assignment of particular combinations 
of letters will not be considered.

(b) The call sign of an FM booster 
station will consist of the call sign of the 
primary station followed by the letters 
“FM” and the number of the booster 
station being authorized, e.g., 
WFCCFM-1.

(c) A translator station authorized

under this subpart shall be identified by 
one of the following methods.

(1) By arranging for the primary 
station whose station is being 
rebroadcast to identify the translator 
station by call sign and location. Three 
such identifications shall be made 
during each day: once between 7 a.m. 
and 9 a.m., once between 12:55 p.m. and 
1:05 p.m. and once between 4 p.m. and 6 
p.m. Stations which do not begin their 
broadcast before 9 a.m. shall make their 
first identification at the beginning of 
their broadcast days. The licensee of an 
FM translator whose station 
identification is made by the primary 
station must arrange for the primary 
station licensee to keep in its file, and to 
make available to FCC personnel, the 
translator’s call letters and location, 
giving the name, address and telephone 
number of the licensee or his service 
representative to be contacted in the 
event of malfunction of the translator. It 
shall be the responsibility of the 
translator licensee to furnish current 
information to the primary station 
licensee for this purpose.

(2) By transmitting the call sign in 
International Morse Code at least once 
each hour. Transmitters of FM 
broadcast translator stations of more 
than 1 watt transmitter output power 
must be equipped with an automatic 
keying device that will transmit the call 
sign at least once each hour, unless 
there is in effect a firm agreement with 
the translator’s primary station as 
provided in § 74.1283(c)(1) of this 
section. Transmission of the call sign 
can be accomplished by:

(i) Frequency shifting key; the earner 
shift shall not be less than 5 kHz nor 
greater than 25 kHz.

(ii) Amplitude modulation of the FM 
carrier of at least 30 percent modulation. 
The audio frequency tone use shall not 
be within 200 hertz of the Emergency 
Broadcast System Attention signal 
alerting frequencies.

(d) FM broadcast booster stations 
shall be identified by their primary 
stations, by the broadcasting of the 
primary station’s call signs and location, 
in accordance with the provisions of
§ 73.1201 of this chapter.

(e) The Commission may, in its 
discretion, specify other methods of 
identification.
Federal Communications Commission.
Donna R. Searcy,
Secretary.
[FR Doc. 90-28769 Filed 12-7-90; 8:45 am] 
BILUNG CODE 6712-01-M
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GENERAL SERVICES 
ADMINISTRATION

48 CFR Parts 503 and 552

[ APD 2800.12A, CHGE 16J

General Services Administration 
Acquisition Regulation; Procurement 
Integrity

AGENCY: Office of Acquisition Policy, 
GSA.
a c t i o n : Final rule.

SUMMARY: The General Services 
Administration Acquisition Regulation 
(GSAR) (APD 280G.12A) chapter 5, is 
amended to revise section 503.104-5 to 
make it dear that the GSA Form 3617, 
Record of Authorization of Access to 
Proprietary or Source Section 
Information, is available for use in 
complying with FAR 3.104-5(d)f2); to 
revise section 503.104-7 to make it clear 
that employees are presumed to know if 
they are procurement officials and that 
employees who are procurement 
officials at the same time of then- 
departure from Government service are 
subject to postemployment restrictions 
regardless of the dollar value of the 
procurement; and to revise 552.203-72 to 
reflect the further suspension of 
subsection 27(f) of the OFPP Act by 
section 815 of the FY 1991 DoD 
Authorization Act, Public Law 101-518. 
EFFECTIVE DATE: December 1,1990.
FOR FURTHER »«FORMATION CONTACT:
Ida M. Ustad, Office of GSA Acquisition 
Policy, (2021 501-1224.
SUPPLEMENTARY INFORMATION:

A. Background
On November 5,1990, section 27 of the 

Office of Federal Procurement Policy 
Act was amended by section 815 of the 
FY 1991 DoD Authorization Act, Public 
Law 101-510. Section 815 suspended the 
postemployment restrictions contained 
in subsection 27(f) of the Act during the 
period beginning December 1,1990, and 
ending May 31,1991. Section 815 also 
provides that contractors need only 
obtain one certification required by 
subsection 27(e)(1)(B) from individuals 
required to certify under that subsection 
and that this certification be obtained at 
the earliest possible date after the 
beginning of the individual's 
employment or association with that 
contractor. Federal Acquisition Circular 
(FAC) 90-2 amended the Federal 
Acquisition Regulation (FAR) to 
implement section 815 of Public Law 
101-510. In addition, the Office of 
Federal Procurement Policy, Office of 
Management and Budget, recommended 
that certain changes be made in section

503.104-7 of the GSAR in order to clarify 
the requirements related to the 
postemployment restrictions applicable 
to Government employees serving as 
procurement officials and certifications 
required from procurement officials 
leaving Government service. This 
change revises the GSAR to conform to 
the FAR as amended by FAC 90-2 and 
incorporates OFPP’s recommended 
changes.
B. Executive Order 12291

The Director, Office of Management 
and Budget (OMB}, by memorandum 
dated December 14,1984, exempted 
certain agency procurement regulations 
from Executive Order 12291 The 
exemption applies to this rule
C. Regulatory Flexibility Act

This rule is not expected to have a 
significant economic impact on a 
substantial number of small entities 
within the meaning of the Regulatory 
Flexibility Act (5 U.S.C. 601 et seg.) 
because it implements the FAR by 
providing agency procedures for 
implementing the procurement integrity 
provisions at FAR subpart 3.1 
Therefore, a Regulatory Flexibility 
Analysis has not been prepared.
D. Paperwork Reduction Act

This rule contains information 
collection requirements which 
implement the provisions of Public Law 
100-679, the Office of Federal 
Procurement Policy Act Amendments of 
1988, as amended by section 814 of. 
Public Law 100-189 and section 815 of 
Public Law 101-510. The referenced 
public laws require contractors to 
certify, prior to execution of each 
contract, modification or extension in 
excess of $100,000, with respect to 
conduct prohibited by the Act in 
contracts for the acquisition of leasehold 
interests in real property. Because the 
FAR does not apply to acquisitions of 
leasehold interests in real property a 
Certificate of Procurement Integrity 
substantially the same as the FAR 
Certificate of Procurement Integrity is 
provided of use in such acquisitions in 
this rule The information collections 
have been approved by OMB under the 
Paperwork Reduction Act (44 U.S.C.
3501 et. seq ) and assigned control 
number 3090-0247. The title of collection 
is under 48 CFR part 503—Procurement 
Integrity. The estimated annual burden 
for this collection is 1,688 hours. This is 
based on an estimated average burden 
hour per response of approximately 2 
hours, 1 response per respondent, and 
an estimated 300 respondents per year. 
Comments on the information collection 
requirement may be directed to the

Office of Information and Regulatory 
Affairs of OMB, Attention. Desk Officer 
for GSA, Washington, DC 20503.
List of Subjects in 48 CFR Parts 503 and 
552,

Government procurement.

1 The authority citation for 48 CFR 
parts 503 and 552 continues to read as 
follows:

Authority: 40 U S.C . 486(c).

P A R T  503— [A M E N D E D ]

2. Section 5G3J04-5 is amended by 
revising paragraph (c)(4) to read as 
follows:

503.104- 5 Disclosure, protection, and 
marking of proprietary and source 
selection information.
* * * * v*

(c) * * *
(4) The GSA Form 3617, Record of 

Authorization of Access to Proprietary 
or Source Selection Information, may be 
used to comply with the requirement at 
FAR 3.104—5{d)f2) to maintain the list of 
individuals authorized access to 
proprietary or source selection 
information at the contracting activity.
★  * * * *

3. Section 503.104-7 is amended by 
revising paragraph (a) to read as 
follows

503.104- 7 Postemployment restriction 
applicable to Government officers and 
employees serving as procurement officials 
and certifications required from 
procurement officials leaving Government 
service.

(a) The supervisor of each departing 
GSA employee shall remind the 
departing employee that:

(1) He/she is presumed to know if he/ 
she is a procurement official (see FAR
3.104- 8(bH2‘));

(2) If he/she is a procurement official 
at the time of departure, he/she is 
subject to certain postemployment 
restrictions (see FAR 3.104-7), and

(3) If he/she leaves the Government 
during the conduct of a procurement 
expected to result in a contract or 
modification in excess of $1*00,000, he/ 
she must certify to the contracting 
officer that he/she understands the 
continuing obligation, during the 
conduct of the procurement, not to 
disclose proprietary or source selection 
information related to the procurement 
A procurement is not considered 
complete until all actions associated 
with the award or modification of the 
procurement have been taken. A 
departing employee must submit the 
certification to the contracting officer if
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he/she participated, in a contract or 
modification expected to exceed 
$100,000 that has not been completed, 
even though his/her duties may be 
complete at the time of departure. The 
GSA Form 3608, Procurement Integrity 
Certification of Departing GSA 
Procurement Officials, must be used by 
departing employees to make the 
required certification to contracting 
officers. The departing employee may 
list all contracts or modifications for 
which he/she is a procurement official 
on the GSA Form 3608. The original or a 
copy of the form must be submitted to 
the contracting officer for each contract 
or modificaiton listed. Each copy must 
be annotated to identify the contracting 
officer who received the original 
certification and the contract number of 
the contract that the contracting officer 
is responsible for so that the contract 
file with the original certification can be 
retrieved, if necessary.
★  ★  * * . ★

P A R T  552— [A M E N D E D ]

4. Section 552.203-72 is amended in 
the provision by revising paragraph 
(b)(2); by revising the asterisked 
footnote to paragraph (b)(1) and moving

it to precede the concluding paragraph 
of (b)(4); and by revising pragraph (e) to 
read as follows:

552.203-72 Requirement for Certificate of 
Procurement Integrity.
* * ★  * *

Requirement for Certificate of Procurement 
Integrity (November 1990)
* * ★  ★  *

(b) * * *
(1) * * *
(2) As required by subsection 27(e)(1)(B) of 

the Act, I further certify that, to the best of 
my knowledge and belief, each officer, 
employee, agent, representative, and 
consultant of [Name o f offeror] who has 
participated personally and substantially in 
the preparation or submission of this offer 
has certified that he or she is familiar with, 
and will comply with, the requirements of 
subsection 27(a) of the Act, as implemented 
in the FAR, and will report immediately to me 
any information concerning a violation or 
possible violation of subsections 27 (a), (b), 
and (d), or (f) of the Act, as implemented in 
the FAR, pertaining to this procurement.
* * * * *

* Subsection 27 (a), (b), and (d) are 
effective on December 1 ,1990. Subsection 
27(f) is effective on June 1,1991  
* * * * *

(e) In making the certification in paragraph 
(2) of the certificate, the officer or employee 
of the competing contractor responsible for 
the offer may rely upon a onetime 
certification from each individual required to 
submit a certification to the competing 
Contractor, supplemented by periodic 
training. These certifications shall be 
obtained at the earliest possible date after an 
individual required to certify begins 
employment or association with the 
contractor. If the contractor decides to rely 
on a certification executed prior to the 
suspension of section 27 (i.e., before 
December 1,1989), the contractor shall ensure 
that an individual who has so certified is 
notified that section 27 has been reinstated. 
These certifications shall be maintained by 
the Contractor for 6 years from the date of a 
certifying employee’s employment with the 
company ends or, for an agent, 
representative, or consultant, 6 years from 
the date such individual ceases to act on 
behalf of the Contracator.

Dated: December 4 ,1990.
Richard H. Hopf, III,
Associate Administrator fo r Acquisition 
Policy
[FR Doc. 90-28851 Filed 12-7-90; 8:45am]
BILLING CODE 6820-61-M


